DOUBLE-PISTON QUARTER TURN ACTUATORS

TYPE BRO3C SAD / SAF 90° Design SAD / SAF
g Size 43
7 A (double-acting) 453
- Al (single-actin 649
Size 43 (sing 9)
B 288
Weight [kg] - C 296
1 D 20
Type SAD 58,0
E 146
Type SAF 78,0 F 144
G 60
Stroke volume [dm?] .
H 108
Type SAD 20,5 K 150
T SAF 11,5 oL 106
e :
P ‘ , J 60
Operating times [sec.] ¥ - ) FM 258
;,/_—— T N 80
dd x h3
Type SAD  OPEN | 3,3 [ { ' 0 o o
Type SAD  CLOSE| 3.3 s — / \\-. P 63
2) Gl ~ @ A 7. () s s
Type SAF OPEN 6,0 1) operating times at 4,5 bar air pressure \ g s — } 0% \ Connection
supply without load (standard values) ] B . V4 ISO 5211 F16
Type SAF? CLOSE | 2,0 | | - ~—
2) Type SAF with 9 springs .\ 7/' ad, 130
] | L @ ds 165
. d4X h3 M20x32
spring- . .
number tgrquge air torque Ma [Nm] at operating pressure pe [bar] number of bolts 4
Type of hs 5
Springs | Ms [Nm] 2 bar 2,5 bar 3 bar 3,5 bar 4 bar 4.5 bar 5 bar 5,5 bar 6 bar 6,5 bar 7 bar 7,5 bar 8 bar s 50
n
MIN |MAX MIN |MAX MIN |MAX]| MIN [MAX| MIN [MAX| MIN |[MAX| MIN |MAX MIN |MAX MIN |MAX| MIN |MAX MIN I MAX | MIN [ MAX | MIN [ MAX | MIN [ MAX S 46
SAD 43 - - 715 926 1136 1340 1548 1761 1967 2175 2385 2598 2798 2998 3197
4 298 | 456 | 259 | 417 | 470 | 628 | 680 | 838 | 884 (1042]1092|1250|1305|1463]|1511|1669|1719(1877|1929|2087|2142| 2300 | 2342 | 2500 | 2542 | 2700 | 2741 | 2899 AVG-PESCH
5 372 [ 570 | 145 | 343 | 356 | 554 | 566 | 764 | 770 | 968 | 978 |1176]1191 (13891397 (1595|1605|1803|1815|2013| 2028 | 2226 | 2228 | 2426 | 2428 | 2626 | 2627 | 2825
6 447 | 684 | 31 [ 268 | 242 | 479 | 452 | 689 | 656 | 893 | 864 (110111077 (1314]1283|1520/1491(1728]1701|1938|1914 (2151 | 2114 | 2351 | 2314 | 2551 | 2513 | 2750
7 521 | 798 128 | 405 | 338 | 615 | 542 | 819 | 750 |1027| 963 |1240|1169(1446|1377|1654|1587|1864| 1800 | 2077 | 2000 | 2277 | 2200 | 2477 | 2399 | 2676
8 596 | 912 224 [ 540 | 428 | 744 | 636 | 952 | 849 |1165]|1055|1371|1263(1579|1473|1789| 1686 | 2002 | 1886 | 2202 | 2086 | 2402 | 2285 | 2601 » ERIKS company
SR 9 670 |1026 110 | 466 | 314 | 670 | 522 | 878 | 735 |1091| 941 |1297|1149(1505|1359|1715| 1572|1928 | 1772 | 2128 | 1972 | 2328 | 2171 | 2527 AMG-PESCH GmbH
10 744 11140 200 | 596 | 408 | 804 | 621 |1017] 827 |1223|1035(1431|1245|1641| 1458|1854 | 1658 | 2054 | 1858 | 2254 | 2057 | 2453 Adam-Riese-Stralte 1
11 819 (1254 86 | 521|294 | 729 | 507 | 942 | 713 (1148 921 [1356|1131|1566|1344 | 1779 | 1544 | 1979 | 1744 | 2179 | 1943 | 2378 %l_‘igig)szgazl?ggn%_o
12 893 (1368 180 | 655 | 393 | 868 | 599 |1074| 807 |1282]|1017|1492]|1230| 1705 | 1430 | 1905 | 1630 | 2105 | 1829 | 2304 Fax:+49-(0) 22 36 - 89 16 - 56
info@amg-pesch.com
Sonderausfiihrung www.amg-pesch.com
13 969 (1482 66 | 580 | 279 | 793 | 485 | 999 | 693 [1207| 903 |1417|1116|1630| 1316 | 1830 | 1516 | 2030 | 1715 | 2229
14 1042|1596 165 | 719 | 371 | 925 | 579 |1133]| 789 |1343]|1002 | 1556 | 1202 [ 1756 | 1402 | 1956 | 1601 | 2155

SUBJECT TO TECHNICAL MODIFICATION MB SAD / SAF 90 /2018 /EN /01



